
Commercial Rack 
Solutions

www.server-racks-australia.com.au
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COMM
Low Density

iPAMM
Medium Density

HDC
High Density

GCG
Low Density

GCG
Medium Density

GCG
High Density

SCEC
Low Density

SCEC
Medium Density

SCEC
High Density



Why Server Racks Australia?
SRA offers a range of high density containment solutions able to 
support cabinet loads up to 30kW per cabinet. The containment 
solutions available include HOT and COLD aisle containment, ducted 
airflow systems, in-row cooling systems or any combination of the 
three. 

Traditional cooling

COLD aisle containment HOT aisle containment

Semi closed circuit 
cooling

•	 Close coupled cooling
•	 Configured to meet density requirements
•	 Can be used in conjunction with perimeter 

cooling
•	 Suitable for Commercial and SCEC endorsed 

cabinets.

•	 Direct coupled cooling (air delievered directly to ICT 
equipment)

•	 Configured to meet density requirements
•	 Can be used in conjunction with perimeter cooling
•	 Suitable for Commercial and SCEC endorsed cabinets
•	 Improved cooling performance and efficency

•	 Close coupled cooling
•	 Separation of COLD and HOT air streams
•	 Configured to meet dnsity requirements
•	 Can be used in conjunction with perimeter cooling
•	 Suitable for Commercial and SCEC endorsed 

cabinets
•	 Improved cooling performance and efficency

•	 Close coupled cooling
•	 Separation fo COLD and HOT air streams
•	 Configured to meet density requirements
•	 suitable for Commercial and SCEC endorsed cabinets
•	 Supports integrated fire detection
•	 Improved cooling performance and efficency
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Closed circuit cooling
Cold and HOT aisles contained

•	 Direct coupled cooling (air delievered directly to ICT 
equipment)

•	 Configured to meet density requirements
•	 Configured to meet density requirements
•	 Suitable for Commercial and SCEC endorsed cabinets
•	 Supports integrated fire detection
•	 Excellent cooling performance and efficency

•	 Close coupled cooling
•	 Separation of COLD and HOT air streams
•	 Configured to meet density requirements
•	 Suitable for Commercial and SCEC endorsed cabinets
•	 Supports integrated fire detection
•	 Excellent cooling performance and efficency

•	 Direct coupled cooling (air delievered directly ICT equipment)
•	 Separation of COLD and HOT air streams
•	 Configured to meet density requirements
•	 Suitable for Commercial  cabinets
•	 Ideal for SCEC endorsed cabinets
•	 Supports integrated fire detection
•	 Supports gaseous fire suppression
•	 Excellent cooling performance and efficency

HOT aisle containment with 
Semi-closed cooling
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iPAMM Cell - HOT aisle

Solid Door Containment
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Solid Door

iPAMM Cell - COLD aisle
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Increasing Efficiency
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•	 Direct coupled cooling (air delievered directly ICT equipment)
•	 Separation of COLD and HOT air streams
•	 Configured to meet density requirements
•	 Suitable for Commercial  cabinets
•	 Ideal for SCEC endorsed cabinets
•	 Supports integrated fire detection
•	 Supports gaseous fire suppression
•	 Excellent cooling performance and efficency




